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DRAWING NO.SPECIFICATION GROUP

2.  INTERFACE I.A.W. MIL-STD-348 

1.  ALL DIMENSIONS ARE IN INCHES.  ALL ANGLES ARE IN 
DEGREES.  DIMENSIONS SHOWN IN BRACKETS [XXX] 
ARE IN MILLIMETERS. 

NOTES: UNLESS OTHERWISE SPECIFIED. 

PANEL MOUNT FEEDTHRU, 11/16" SQUARE FLANGE

ITEM       MATERIAL & FINISH

SPECIFICATIONS

INTERFACE

91B60183

91B56188

HOUSING:

CONTACT:

DIELECTRIC:

STEEL, CRES ALLOY UNS-S30300
PER ASTM A582
PASSIVATE PER ASTM A967

BeCu
UNS-C17300 PER ASTM B196
GOLD PLATE PER MIL-DTL-45204

VIRGIN TFE FLUOROCARBON PER
ASTM D1710 AND ASTM D1457

DIELECTRIC
BEAD:

ULTEM PER ASTM D5205

.723
18.36

.065
1.65

.245
6.22O

.300
7.62

.576
14.62

.208
5.28

.475
12.06

.500
12.7

.688
17.46

.688
17.46

.500
12.7

SMA JACK
(FEMALE)

SMA JACK
(FEMALE)

.250-36 UNS 
   2A THD

232-514SF

SMA JACK (F) TO SMA JACK (F)

RP RP

R .438
11.11
TYP

.175
4.44.425

10.8

.076
1.93

.076
1.94

.210
5.35O

TYP

.250-36 UNS
 2A THD

O .102
2.59

        4 PL

9/13/10 9/22/10BR




