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Super-Mini Board-to-Board
JACK (FEMALE), (DETENT)

EDGE LAUNCH .006 DIA PC TAIL
GCPW OR MICROSTRIP LAUNCH
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4.  GROUND PLANE AND TRACE SPECIFIC CONFIGURATIONS TO BE 
DETERMINED BY INDIVIDUAL APPLICATION REQUIREMENTS. 

3.  MATERIAL AND FINISH: 
 
3.1  MATERIALS 

HOUSING AND CENTER CONTACT: 
   BeCu ALLOY  

 DIELECTRIC BEAD: 
 PEEK HT 

      3.2  FINISHES 

 HOUSING AND CENTER CONTACT: 
  GOLD PLATE PER MIL-DTL-45204 

    - HOUSING:  GOLD THICKNESS  .000002 - .000010        
    - CONTACT: GOLD THICKNESS  .000002 - .000010 

2.   CONNECTOR DESIGN IS COMPATIBLE WITH CURRENT MATERIAL AND 
PROCESS REQUIREMENTS FOR RoHS AND WEEE PER EUROPEAN 
COMMUNITY DIRECTIVE 2002/95/EC. 

1.  ALL DIMENSIONS ARE IN INCHES.  ALL ANGLES ARE IN DEGREES.  
DIMENSIONS SHOWN IN BRACKETS [XXX] ARE IN MILLIMETERS. 

NOTES: UNLESS OTHERWISE SPECIFIED. 
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